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Road tough, Heavy Duty G-Series Multipin Mix-and-Match AES/EBU 
Cabling Components

diGi8 G-Series AES/EBU Component Cabling

Wireworks diGi8 G-Series AES/EBU 

Component Cabling is the only AES/EBU 

line of cabling components which feature the 

world’s most tried and trusted multipin, quick 

disconnect connectors.  Designed around the 

Wireworks G-Series connectors, Wireworks 

AES/EBU cabling components will withstand 

the abuse that they will meet on the road. 

diGi8 AES/EBU Components include the 

diGi8 MiniStageBox, diGi8 Trunks, diGi8 

Fanouts and both diGi8 Digital and Analog 

Adapters. All these products use true 

AES/EBU 110 Ω ohm rugged jacketed cable 

and all connectors have heavy duty metal 

bodies with gold contacts for best results.

The cleverly designed digi8 MiniStageBoxes 

use unique, all steel chassis which are as 

small as they can be - only 1ru high x 9.5” wide 

(1/2 rack width) and 3” deep.  Each box has 

8 Neutrik black/gold connectors on one side 

(all male, all female or 4 male and 4 female 

XLRs or all TRS) and the truly robust G-Series 

connector on the other side. This unusually 

small package allows the widest variety of uses.  

All wiring inside diGi8 MiniStageBoxes is true 

AES/EBU.  With the included base-plate, the 

unit is a tiny stagebox or simply wall mounted.  

Without the baseplate, the diGi8 boxes can be 

hung or hidden away.  Two diGi8 boxes can 

be mounted side by side in the MMBR Rack 

Adaptor in only 1RU.

By providing the diGi8 MiniStageBox with a 

Wireworks G-Series connector, the diGi8 Trunk 

cables are able to be connected, either singly 

or in a chain, so short or long cable runs can 

be configured to meet varying system and 

venue needs.  Wireworks popular BLS latching 

system prevents inadvertent disconnects.  The 

diGi8 Cable Trunks are available in convenient 

standard lengths of 5, 10, 25, 50 and 100ft with 

other lengths to order.  This heavy duty 

AES/EBU 110 Ω ohm cable has full 24 AWG 

conductors and a rugged jacket material to 

guard against damage from abuse or hard 

wear.  Wireworks G-Series connectors have a 

cast metal body and full 16awg gold contacts.  It 

is rectangular to prevent out-of-round problems 

prevalent with round multipin connectors.

To simplify termination to your equipment, 

the diGi8 Fanouts are available in a variety 

of configurations.  Either male or female 

Wireworks G-Series connectors are available 

with a range of connectors terminating the eight 

tough color coded 4ft tails (all male, all female 

or 4 male and 4 female XLRs or all TRS). 

Because the diGi8 system operates 

independently of any digital or analog wiring 

complications, the diGi8 Digital and Analog 

Adaptors allow interfacing to either of these 

standards.  With either a male or female G-

Series connector terminating one end of the 

eight channel AES/EBU cable, the other end 

terminates in a rugged, metal bodied, gold 

contact DB25.  Both digital wired and analog 

wired Adaptors are available. This makes 

termination into your equipment a breeze.

The MMBR Rack Adapter rounds out the 

diGi8 Components.  This unique item provides 

a simple way to rack-mount any combination of 

two diGi8 MiniStageBoxes side-by-side in only 

1 rack space.  The boxes can each be mounted 

in either flush or recessed with either the eight 

connectors or the G-Series connector facing 

forward!

By mixing-and-matching the different diGi8 

components, systems of varying lengths and 

facility can easily be configured to suit all your 

AES/EBU needs.



diGi8 MiniStageBox diGi8 Mini 8 Channel Input/Output StageBox with 8 chassis connectors on one side 
with 1 G-Series on the other side. Rack mountable with MMBR adapter.  AES/EBU 
110Ω cable.
4 XLR3 Female + 4 XLR3 Male to 1 G-Series Male diGi8BX

4 XLR3 Male + 4 XLR3 Female to 1 G-Series Female diGi8BX-2

8 XLR3 Female to 1 G-Series Male diGi8B

8 XLR3 Male to 1 G-Series Female diGi8B-2

8 TRS Jacks to 1 G-Series Male diGi8BP

diGi8 Trunk Cable diGi8 Trunk,  G-Series male wired to a length of cable terminated on the other end with 
a G-Series Female Connector, AES/EBU 110Ω 24 AWG High-Speed Low Loss, Crush 
Resistant, Light Weight, Purple PVC Jacket, 0.66” in Overall Diameter.

G-Series Male to G-Series Female - 5 Ft diGi8K-5

G-Series Male to G-Series Female - 10 Ft diGi8K-10

G-Series Male to G-Series Female - 25 Ft diGi8K-25

G-Series Male to G-Series Female - 50 Ft diGi8K-50

G-Series Male to G-Series Female - 100 Ft diGi8K-100

diGi8 Fanouts diGi8 Fanout, G-Series Connector with Fanout of 8 individual AES/EBU 110Ω 24 AWG, 
Color-Coded Tails, High-Speed, Low Loss - 4 Ft Length
G-Series Female to 8 XLR3 Male - 4 Ft Length diGi8T-4

G-Series Male to 8 XLR3 Female - 4 Ft Length diGi8T-4-2

G-Series Female to 4 XLR3 Male (Pairs 1-4) and 4 XLR3 Female (Pairs 5-8) - 4 Ft diGi8TX-4

G-Series Male to 4 XLR3 Female (Pairs 1-4) and 4 XLR3 Male (Pairs 5-8) - 4 Ft diGi8TX-4-2

G-Series Female to 8 TRS Plugs - 4 Ft Length diGi8TP-4

G-Series Male to 8 TRS Plugs - 4 Ft Length diGi8TP-4-1

diGi8 DB25 Adapters diGi8 G-Series wired to DB25 Male Connector Interface. AES/EBU 110Ω, 26 AWG, 
High-Speed Low Loss, Crush Resistant, Light Weight, Purple PVC Jacket, 0.54 in 
Overall Diameter. - 4 Ft
G-Series Female to DB25 Male (Digital Wiring)* - 4 Ft diGi8A/D

G-Series Male to DB25 Male (Digital Wiring)* - 4 Ft diGi8A-1/D

G-Series Female to DB25 Male (Analog Wiring)* - 4 Ft diGi8A/A

G-Series Male to DB25 Male (Analog Wiring)* - 4 Ft diGi8A-1/A

Rack Adapter Rack adapter for mounting any combination of 2 diGi8B MiniStageBoxes or 2 MMB8D 
MiniStageBoxes or 2 MMLB8D MiniLineBoxes, side by side in a 1 RU space.
MMB Rack Adapter 1 Rack Space High MMBR

For other Wireworks AES/EBU Cabling Products refer to the MMB8D and Direct Cabling Product Sheets

* Digital wiring for the DB25 
connectors is to the AES wiring 
standard, Analog wiring for 
the DB25 connectors is to the 
Tascam analog wiring standard

Wireworks believes the information in this publication is accurate as of its publication date; such information is subject to change without notice. Wireworks is not 
responsible for inadvertent errors. The following are trademarks of Wireworks Corporation: AV2000, A/V MultiBox, A/V Multicable, A/V MultiTrunk, Bandits, Hard-
wired Microphone Multicables, MultiBox, MultiCable, Microphone MultiCable Components Group, Multipin Splitter, MultiTail, MultiTrunk, Prism Units, System 502, 
TE-3Plus, TEN-4, TEC256, TED-5, WireLUX, MusiLUX, InstaLUX, StudiLUX, DigiLUX, Ultra-LUX, SpeakerLUX, MiniLUX, MMB8D, diGi8, LumaVue, Wireworks, 
and the Wireworks Logo. Copyright 2006 Wireworks Corporation.  All Rights Reserved.
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HIGHLIGHTS

Designed and built to provide the 
toughest and most durable road-worthy 
AES/EBU cabling components available
Offers all heavy duty AES/EBU 110 Ω 
cabling throughout
Based on the most tried and tested G-
Series quick disconnect connectors
Uniquely designed, steel boxes for the 
diGi8 MiniStageBoxes and diGi8 Adaptor 
products

■

■

■

■

Simple durable adaptors to interface with 
DB25 connections
Full size conductors in the cables and 
metal body connectors all gold contacts
Created to provide wide flexibility for 
easy system reconfiguration
All Neutrik XLR and TRS black/gold 
connectors
Offers choice of digital or analog wiring
Backed up by Wireworks lifetime 
warranty

■

■

■

■

■
■

diGi8 G-Series AES/EBU Component Cabling

For over 30 years, Wireworks has been the 

trusted name in audio and video cabling 

industry: trusted for their design, innovation, 

manufacturing quality and customer service.  

Now you can enjoy the toughest most 

flexible 8 channel AES/EBU cabling 

products – only from Wireworks. Remember, 

it’s Wireworks or compromise - you make 

the choice.


